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DN DN 1 L H
50 50 300 150 12,5

65
50

330
157 15,5

65 165 16,5

80
50

330
160 14,0

65 165 14,7
80 165 16,0

100

50

360

170 17,6
65 170 17,4
80 175 18,6

100 180 19,4

125

50

400

185 30,0
65 195 31,0
80 190 23,0

100 195 24,0
125 200 25,5

150

50

440

200 39,0
65 207 39,0
80 205 29,0

100 210 30,0
125 215 31,0
150 220 33,8

200*

80

520

235 42,5
100 240 43,0
125 245 44,0
150 250 46,5
200 260 50,0

250

80*

700

270 71,0
100* 275 75,0
125 280 93,0
150* 300 81,0
200* 325 76,5
250* 350 83,0

300

80*

800

290 92,0
100 300 94,0
150* 325 101,0
200 350 102,0
300* 400 114,0

300+ 250 800 400 120,0

400
200

900
350 162,0

250 350 170,0

500
150*

1000
400 245,0

500 500 278,0

L

H

D
N

DN 1

All illustrations, technical data, dimensions (in mm) and weights (all weights specified in kg) are non-binding.  
Subject to change.

Fittings
Design features

• According to EN 545
• Working pressure MOP (PN) 16 
• Made of ductile iron, epoxy powder coated
• Flange size according to EN 1092-2 | PN 16 
• Standard drilling to EN 1092-2 | PN 10

All flanged tee
T-piece

No. 8510 

* Also available drilled to EN 1092-2 | PN 16 
(Please specify on order)
+ Only PN 16 available

Weight




