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Order
no.

MOP 
(PN)

Valve DN1 / Ø Pipe

DN/ 
Ø Pipe

•	 Resilient seated gate valve combined with socket  
	 T-piece

• 	 With push sockets for high-tensile connection with PE  
	 and PVC pipes

•	 One extension spindle for several dimensions

•	 Suitable for operation by automatic actuators

•	 Easy retrofitting of position indicator and automatic 
actuator on the standard bonnet

Suitable accessories: 	 see page F 1/2

Handwheel: 		  No. 7800 	
Extension spindle: 	 rigid 	 No. 9000E2/E3
		  telescopic 	 No. 9500E2/E3
Surfaces boxes: 	 rigid 	 No. 1750
		  telescopic 	 No. 2050,
			   No. 2051K
Actuator: 		  No. 9920
Adapter for actuator (E2/E3 adapter): 	 No. 8630E2/E3
Base plate:	 No. 3481, No. 3482 
Sealing cap: 	 No. 2156, No. 2157
Spindle extension: 	 No. 7820, No. 7825
Position indicator: 	 No. 2170E2/E3
HAWAK pillar: 	 No. 9894, No. 9895

Standard version: 	 without handwheel and extension 
		  spindle

Special versions: 	 on request

E3 all Socket Tee System 2000
All socket tee with one integral E3 valve for PE and PVC pipes

Design features

Suitable accessories
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H H1 H2 t L t1 D1 h   a c w° Ø d1

80/90 80/90 313 389 389 88 310 88 150 201 17,3 33,8

3°

24 21,0

100/110 50/63 234 296 326 83 290 88 172 218 14,8 29,2 20,5 17,0

100/110 80/90 313 389 399 88 320 88 172 231 17,3 33,8 24 23,0

100/110 100/110 343 430 430 88 340 88 172 231 19,3 37,2 24 27,5

100/125 100/125 343 440 411 88 345 88 195 235 19,3 34,9 24 30,0

150/160 80/90 313 389 430 88 350 108 234 251 17,3 33,8 24 27,0

150/160 100/110 350 430 460 88 370 108 234 251 19,3 37,2 24 34,5

150/160 100/125 350 440 460 88 370 108 234 255 19,3 34,9 24 36,5

150/160 150/160 433 551 551 108 420 108 234 303 19,3 34,9 26 51,0

200/225 80/90 313 389 464 88 410 130 312 281 17,3 33,8 24 48,0

200/225 100/110 343 430 488 88 430 130 312 291 19,3 37,2 24 53,0

Ød1

H
2

H

DN

H
1

Ø
 D

N
1

t

D
1

t1

L

h

c
a

w°

All illustrations, technical data, dimensions (in mm) and weights (all weights specified in kg) are non-binding.  
Subject to change.
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E3 all Socket Tee System 2000
All socket tee with one integral E3 valve for PE and PVC pipes




