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ZAK-universal-H pipe saddle

ZAK-universal-H shut-off saddle

ZAK-universal-H Hawlinger

No. 3540
No. 3540G

No. 3810G

No. 2410G

No. 3810

No. 2410

Design features

Design features

Design features

•	 For ductile iron, steel and AC pipes

•	 For drilling without pressure

When ordering, please state DN, pipe Ø and pipe type;
ZAK 34, max. drilling Ø25 | ZAK 46, max. drilling Ø35
weight without strap | strap see page I 3/5

When ordering, please state DN, pipe Øand pipe type; ZAK 34, max. 
drilling Ø25 | ZAK 46, max. drilling Ø35 dimension no. 2410G | no. 2405 
only vertical outlet (without illustration)  
Strap see page I 3/5

When ordering, please state DN, pipe Ø and pipe type; 
ZAK 46 max. drilling Ø 35 mm | weight without strap
strap see page I 3/5

•	 For ductile iron, steel and AC pipes

•	 For drilling under pressure

•	 For ductile iron, steel and AC pipes

•	 For vertical drilling under pressure

•	 Supplied complete with plastic operating key

Complete

Complete

Complete

Without strap and saddle seal

Without strap and saddle seal

Without strap and saddle seal

DN Weight

DN Weight

Order 
No.

MOP 
(PN)

Version
Dimension/DN

Order 
No.

MOP 
(PN)

Version Dimension/DN

DN Weight

Order 
No.

MOP 
(PN)

Version
Dimension/DN

Hawle ZAK-System
Saddles




