Hawle ZAK-System

Saddles
Design features ZAK-HAKU plpe saddle

e For PE and PVC pipes No. 5260

e For drilling without pressure

Order MOP Version Pipe &
No. (PN) 63 90 110 125 140 160 180 225
5260 16 ZAK 46
Pipe © H L L1 Weight
63 135 100 1,90
90 46 150 110 3,00
110 170 3,10
125 190 3,80
140  2AK46 205 120 4,80
160 39 230 5,00
180 262 5,30
225 310 180 9,70

ZAK 46, max. drilling @35 mm

Design features ZAK-HAKU shut-off saddle

e For PE and PVC pipes No. 5320

- ZAK
e For drilling under pressure

Pipe &
Order MOP .
Vo B Ve g g 2RSEBR YRS
5320 16 ZAK 34
ZAK 46
O Pipe H L L1 Weight
63 107 135 100 2,90
90 73 150 110 8185
110 73 170 120 3,75
140 ZSE 76 208 120 5,00
160 80 230 120 5,85
225 83 310 120 7,65
90 72 150 110 3,55
110 74 170 120 4,00
125 76,5 192 120 4,90
140 79 208 120 5,20
160 74 230 120 5,20
180 ZANED 81 262 120 6,55
200 83 285 120 5,95
225 86 310 120 7,70
250 83 350 180 13,15
280 83 380 180 13,40

ZAK 34, max. drilling @25 mm | ZAK 46, max. drilling @35 mm

L 3/2 All illustrations, technical data, dimensions (in mm) and weights (all weights specified in kg) are non-binding.
Subject to change.





