Hawle ZAK-System

Saddles

Design features

e For PE and PVC pipes

e For vertical drilling under pressure

Order MOP Version
No. (PN)
ZAK 34
2310 16 ZAK 46
@ Pipe H
63
110 ZAK34 125
160
90
110
125
140 ZAK 46 130
160
225

63 90 110 125 140 160 225

L
155
170
230
155
170
190
205
230
305

L1

175

225

Pipe @

A B
70

68 70
75
75
80
80
80
80
90

82

Weight
6,80
7,30
9,00
8,70
9,10
10,40
10,00
11,00
13,90

ZAK 34, max. drilling @25 mm | ZAK 46, max. drilling @35 mm

Design features

e For PE and PVC pipes
e For vertical drilling under pressure

Order MOP

No. (PN) Version
2305 16 ZAK32
@ Pipe H
90
110

140 ZAK34 125
160

225

90

110

125

140 ZAK46 130
160

180

225

90 110 125 140 160 180 225

L
155
170
205
230
305
155
170
190
205
230
250
305

Pipe &

L1 A
175 68
225 82

Weight
6,40
7,30
7,60
9,00
10,90
8,70
9,10
10,40
10,00
11,00
12,50
13,90

ZAK 34, max. drilling @25 mm | ZAK 46, max. drilling @35 mm

ZAK-HAKU Hawlinger
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