Hawle ZAK-System

Range
Order MOP . SIEEE
No. (PN) 20 25 32 40 50 63
ZAK 34
6160 16 ZAK 46
ZAK 69
Pipe @ d E Weight
20 48 0,30
25 58 0,40
32 et 70 050
40 84 070
25 58 050
32 70 070
40 ZAK 46 84 0.80
50 101 1,20
63 114 1,60
50 101 1.44
63 ZAK 69 114 1.82

Design features

e Sanitation fitting with extended insertion

e Can be displaced, with cone part that can be dismantled

Order MOP .
No. (PN) Version 32
ZAK 34
6170 16 ZAK 46
Pipe @ d L max.
32 127
50  ZAK34 449
32 154
40 147
50 AARGE
63 201

Design features

e Adapter ZAK spigot on ZAK socket

Order MOP Version
No. (PN) A B
ZAK 34 ZAK 46
e ¢ ZAK 46 ZAK 69

Design features

e With ZAK-spigot and ZAK socket
e 360° swivelling

Order No.
6468

MOP (PN)
16

Version
ZAK 46

L 4/4

Pipe @ d
40 50 63
L min Weight
71 1,05
82 1,85
71 1,40
77 1,50
82 1,70
104 2,70
L Weight
58 0,40
102 1,00
Weight
1,35

ZAK-1SO-adapter
No. 6160

ZAK-fitting
No. 6170

ZAK

ZAK-spigot

@VGW

GEPRUFT

ZAK-reduction
No. 6350

ZAK—spigot

L max.

S
\

N7

U U

7% ////\///!f

?/

ZAK-connector, swiveling
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All illustrations, technical data, dimensions (in mm) and weights (all weights specified in kg) are non-binding.

Subject to change.






