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1550 3,4

1650 6,5

1750 11,9

1950E 15,9

1950 27,8

1790 41,5

4550
DN 80+ 34,0

DN 100 — 200++ 54,5

1560 0,90
1660 0,90
1760 2,45

Ø90

Ø160

15
0

Ø77

Ø190

25
0

Ø127

Ø270

26
5

Ø300

Ø525

25
0

371 x 265
342 x 237
275 x 207

340 x 234
420 x 314

31
0

310 x 205

443 x 338

30
0

DN 80  324
DN 100-200  462

DN 100-200  543
DN 80 419  

20
0

Suitable accessories
•	 Conversion rings 
	 These rings are used to adapt non adjustable surface 
	 boxes already installed to Hawle adjustable types.

Surface box
“Rigid”

+ E-version DN 80 — 150, E3-version DN 80; ++ E-version DN 200, E3-version DN 100 — 200

No. 1790No. 1950

No. 4550

No. 1550   
* Sidewalk usage only

No. 1750No. 1650

Max. load 200 kN 
(excluding No. 1550)

No. 1560 No. 1660

No. 1760
Order No. For surface box Material Weight

No. 1550
Bitumen coated  
cast grey iron 

No. 1650
No. 1750

No. 1750

No. 1950

No. 4550

No. 1950E

No. 4550

Order No. Model for Version Material Weight

Service valves
light* 
heavy Bitumen coated  

cast grey iron 
Valve and Combi-T

Below ground hydrants
heavy

Plastic

Bitumen coated  
cast grey iron Air-release hydrants

Combi-III and Combi-IV
Bitumen coated  

ductile iron 



 M 3/4

1850 7,0

2050 12,2

1860 1,30

2060 2,65

12 15 20 30 40 50

2030 0,50 0,70 0,90 1,10 1,50 1,20

2040 1,00 1,40 2,00 2,70 3,50

3480 1,70

3490 1,70

Ø78

Ø194

20
0

Ø111

Ø250

20
0

All illustrations, technical data, dimensions (in mm) and weights (all weights specified in kg) are non-binding.  
Subject to change.

Surface box
“Telescopic”, of ductile iron

Surface box  
telescopic
with extension rings to adjust 
to ground level!
The cylindrical guide combined 
with machined conical seating 
results intight and noiseless fitting 
of the lid. 

The design enables the lid to be 
easily removed.

Max. load 200 kN

Order No. Model for: Version Material Weight 

Service valves Complete box, without  
extension rings

Bitumen coated 
grey ironValves und Combi-T

No. 1850 No. 2050

Height adjustable Surface Box to DIN see page M 3/5

Suitable accessories |  Spare parts
•	 Lid for adjustable surface boxes of bitumen coated grey iron 

•	 Extension rings of bitumen coated grey iron
	 adjusting to ground level with extension ring

•	 Base plate
	 of stamped, galvanized sheet steel
	 Measurement: 360 mm x 360 mm

Order No. For surface box Weight

No. 1850

No. 2050

Order 
No.

For tele 
surface box

High Weight

No. 1850

No. 2050

Order No. For surface box Weight

No. 1550, 1650, 1850

No. 1750, 2050




