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DN

¾" — 1" 0,90
1¼" — 1½" 1,30

2" 1,40
50 3,20 3,10
65 2,60 4,70
80 3,20 4,70
100 4,40 5,70
125 5,80 7,80
150 6,80 7,80
200 10,80 12,40
250 23,00 21,50
300 29,50 27,50
350 36,00 34,00
400 48,00 43,00
500 95,50
600 134,00

DN

¾" — 1" 0,25
1¼" — 1½" 0,40

2" 0,50
50 0,75 0,70
65 0,80 1,60
80 1,35 1,60
100 2,15 2,30
125 2,90 5,20
150 4,50 5,20
200 7,90 9,30
250 14,00 13,40
300 20,50 21,10
350 27,50 30,20
400 40,00 40,00
500 89,50
600 130,00

Spare parts

Design features

Design features

•	 Made of ductile iron, epoxy powder coated
	 with spindle, bonnet flat gasket and bolts 

•	 Also available with anti clockwise closing

•	 No. 8700
	 DN ¾" — 2" 	 made of brass
	 DN 50 — 400	 made of ductile iron
	 Coated outside with vulcanized elastomer, inside with 
	 bitumen

•	 No. 8700E2
	 DN 50 — 600	 made of ductile iron
	 Inside and outside with vulcanized elastomer 

• 	 Also available with anti clockwise closing threads

E-valve bonnet 
For service valves, valves and combi valves

E-valve wedge 
For service valves, valves and combi valves

E2 valve bonnet 
For E2 valves and E2 Combi valves

E2 valve wedge
For E2 valves and E2 Combi valves
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