
 P 5/2

5180 3/8" 0,02

3441 1

3442 32 cm3

5170 2,70

5171 4,40

8841
M 16x70

M 16x60

All illustrations, technical data, dimensions (in mm) and weights (all weights specified in kg) are non-binding.  
Subject to change.

Spare parts

Design features

Design features

Design features

Design features

• Made of POM / elastomer

• Attention! Not suitable for potable water

• Colour repairs for potable water on request

• For repair of minor mechanical damage caused by  
transport or installation.

• Cartridge with plunger   
 Exact 1:1 proportional dosing of resin and hardener.  

Good mixing is essential

• For repairing large areas we recommend No. 3441

• For potable water

• Without cap

Air valve
For above ground hydrants

Colour repairs
Blue synthetic resin coating, 
UV-resistant

Repair cartridge
For powder coated Hawle products

Bayonet coupling

Order No. Thread Weight

Order No. Contents of can

Order No. Cartridge content

No. 5180

No. 5170
No. 5171

No. 3441

No. 3442

Order No. For Weight

Garden hydrant DN 50

Below ground hydrant DN 80

Design features
• Unit size. 4 pieces of each; damage control fracture  
 screws, washers and nuts

Set of replacement screws for 
Hawle-breakaway hydrants
No. 8841

Order No. Dimension for hydrant type / year

H3 ductile iron  
/1982-2000

H3 stainless steel, H4 
/1985-2017


