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8. Schrauben anziehen und darauf 
 achten, dass Abstand gleich und 
 parallel ist. Muttern gleichmäßig und
  abwechselnd fest anziehen.

9. Muttern mehrmals nach einigen 
 Minuten Wartezeit nachziehen
 (Setzung vom PE Rohr)

10. Bei Montage unter Druck die 
 Schrauben nach 24 Stunden noch
 einmal kräftig nachziehen. 

 Tipp: Bei Montage unter Druck
 die Schrauben leicht fetten.

Wir empfehlen die Verwendung des 
HAWLE Anbohrgerätes.

WARTUNG UND INSTANDHALTUNG:
HAWLE-HAKU Anbohrschelle ist wartungsfrei.
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GENERAL:

Work may be performed only by skilled personnel.
For installation, the applicable standards and sets of rules as well as the 
regulations for the prevention of accidents shall be complied with.

RANGE OF APPLICATION:

The HAWLE-HAKU is a 3 piece pipe saddle with fl anged outlet designed 
for use with PE pipes.

HAWLE-HAKU offers a cost effi cient and adept solution for connecting 
pipes to both new and existing water pipeline installations that can still 
be under pressure. 

The maximum operating pressure suitable for connection to an existing 
pipeline is 16 bar. 
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